
  WPC-KEY-6AS-TL  

  FRUTTO KEYSTONE RJ45 CAT.6A STP, 180°, 500 MHZ TOOL LE  
 

  

Descrizione
  
 
-Proprietà di trasferimento: Categoria 6A -Campi di applicazione: Fino a 500 MHz -Adatto per installazione delle scatole di
giunzione e scatole di distribuzione -Prese RJ45, 8P8C -Installazione del cavo attraverso moduli LSA, codice del colore
secondo EIA/TIA 568 A & B -Fissaggio del cavo attraverso fascette - Installazione veloce senza attrezzi -Collegamento
dello schermo a 360o Caratteristiche tecniche: -Materiale dell'alloggiamento: Zinco pressofuso, nichelato -Materiale presa
RJ45: ABS UL 94V-0 -Contatto presa RJ45: Bronzo fosforoso verniciato, contatto dorato 0,5 -Schermatura RJ-45: Bronzo
nichelato -Isolante connettore: Krone LSA+, UL 94V-2, bronzo fosforoso galvanizzato -Circuito stampato: FR4, UL 94V-0
  

Caratteristiche



  CATEGORIA: 6A
TIPO CONNETTORE A: RJ45
SCHERMATURA: STP
ARTICOLO: WPC-KEY-6AS-TL
EAN CODE: 8056045878977
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Technical specifications, features and the use thereof are subject to change without notice. Measurements, pictures and
product drawings are provided solely as an illustrative purpose and are not binding. For more information: www.wp-rack-
cabling.com or sales@wp-rack-cabling.com
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