
  WPC-MDP-883-6SP-R50T  

  PLUG CAT.6 CON FORI PASSANTI RJ45 STP PER CAVO TONDO RIGIDO

 

  

Descrizione
  
 
Il nuovo connettore RJ45 CAT 6 con fori passanti semplifica le terminazioni di cavi twistati consentendo l'inserimento dei
fili attraverso il connettore e verso l'esterno. Ciò consente al tecnico di verificare facilmente l'ordine di cablaggio corretto.
Le prestazioni elettriche della terminazione sono ottimizzate spingendo il connettore verso il cavo sopra la guaina e
posizionandolo saldamente nella parte posteriore del connettore. Riducendo la distanza tra la twistatura dei fili e i contatti,
il crosstalk diminuisce e le prestazioni sono marcatamente ottimizzate! 

Crimpare con lo strumento apposito WPC-TLA-004.

Caratteristiche:
- CAT. 6



- RJ45 8P8C
- STP
- Contatti in nichel, placcati oro 50 micron
- Diametro massimo del cavo: 0.240” (6.09mm)
- Conforme con le specifiche ANSI/EIA/TIA/TAA
- Per cavo rigido o flessibile, 23 – 24 AWG
- RoHS/FCC compliant
- Colore: Transparente
- Made in Taiwan

  

Caratteristiche

  CATEGORIA: 6
TIPO CONNETTORE A: RJ45
SCHERMATURA: STP
ARTICOLO: WPC-MDP-883-6SP-R50T
EAN CODE: 8054392616488
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Technical specifications, features and the use thereof are subject to change without notice. Measurements, pictures and
product drawings are provided solely as an illustrative purpose and are not binding. For more information: www.wp-rack-
cabling.com or sales@wp-rack-cabling.com
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